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GEORGIA STATE MINIMUM STANDARD BUILDING CODE 
(INTERNATIONAL BUILDING CODE WITH GEORGIA STATE AMENDMENTS) 

 
The INTERNATIONAL BUILDING CODE, 2006 Edition, published by the International 
Code Council, when used in conjunction with these Georgia State Amendments and all 
other Georgia State Amendments to the INTERNATIONAL BUILDING CODE, 2006 
Edition, shall constitute the official Georgia State Minimum Standard Building Code. 
  

GEORGIA STATE AMENDMENTS 
 
CODE REFERENCE: 
 

(a) Replace all references to the ICC Electrical Code with references to the Georgia State 
Minimum Standard Electrical Code (National Electrical Code with Georgia State 
Amendments). 

 
(b) Replace all references to the International Energy Conservation Code (IECC) with 

references to the Georgia State Minimum Standard Energy Code (IECC with Georgia State 
Supplements and Amendments). The Georgia State Minimum Standard Energy Code shall 
be used for efficiency and coefficient of performance ratings of equipment. 

 
APPENDICES: 
 
Appendices are not enforceable unless they are specifically referenced in the body of the code or 
adopted by the Department of Community Affairs or the authority having jurisdiction. 
 
SCOPE: 
 
The provisions of the Georgia State Minimum Standard Building Code shall apply to the 
construction, alteration, movement, enlargement, replacement, repair, equipment, use and 
occupancy, location, maintenance, removal and demolition of every building or structure or any 
appurtenances connected or attached to such buildings or structures.  
 

Exception #1: Detached one- and two-family dwellings and multiple single-family dwellings 
(townhouses) not more than three stories high with separate means of egress and their 
accessory structures shall comply with the Georgia State Minimum Standard One and Two 
Family Dwelling Code (International Residential Code for One- and Two-Family Dwellings 
with Georgia State Amendments). 

 
Exception #2: The following table titled ‘Codes Reference Guide’ establishes specific primary 
and supplementary code applications and is to be applied by the authority having jurisdiction. 
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 CODES REFERENCE GUIDE 

Area Primary Supplement 
Occupancy Classification LSC IBC 
Building Construction Types 
Including allowable height, 
allowable building areas, and the 
requirements for sprinkler 
protection related to minimum 
building construction types. 

 
IBC 

 
LSC 

Means of Egress LSC NONE  
Standpipes IBC IFC 
Interior Finish LSC NONE 
HVAC Systems IMC NONE 
Vertical Openings LSC NONE 
Sprinkler Systems minimum 
construction standard LSC NONE 

Fire Alarm Systems LSC NONE 

Smoke Alarms and Smoke 
Detection Systems 

State 
Statute 

and LSC 
NONE 

Portable Fire Extinguishers IFC NONE 

Cooking Equipment LSC and 
NFPA 96 NONE 

Fuel Fired Appliances IFGC NFPA 54 

Liquid Petroleum Gas NFPA 58 NFPA 54 or 
IFGC 

Compressed Natural Gas NFPA 52 NONE 
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*Revise the International Building Code, 2006 Edition, as follows: 
 

CHAPTER 7 
FIRE-RESISTANCE-RATED CONSTRUCTION 

 
SECTION 707 

SHAFT ENCLOSURES 
 
*Revise Section 707.14.1 ‘Elevator lobby’, exception 7, of the Georgia Amendment revised 
January 1, 2007 to read as follows: 
 
707.14.1 Elevator Lobby. 

Exception: 
7. Elevators which serve open air parking decks in accordance with Section 406.3 and 

those open air parking decks beneath other occupancies. 
(Effective January 1, 2009) 
 
*Revise Section 707.14.2.1 ‘Pressurization requirements’ and renumber as Section 
707.14.3.1 to read as follows: 
  
707.14.3.1 Pressurization requirements. Elevator hoistways shall be pressurized to 
maintain a minimum positive pressure of 0.05 inches of water column with respect to 
adjacent occupied space on all floors. This pressure shall be measured at the midpoint of each 
hoistway door, with all ground floor level hoistway doors open and all other hoistway doors 
closed. The supply air intake shall be from an outside, uncontaminated source located a 
minimum distance of 20 feet (6096 mm) from any air exhaust system or outlet.  The system 
shall be designed such that the maximum pressure differential shall not restrict or prohibit the 
free operation of the elevated cab and all hoistway doors serving all levels of the building. 
The air shall not be introduced into the hoistway in such a manner as to cause erratic 
operation by impingement of traveling cables, selector tapes, governor ropes, compensating 
ropes, and other components sensitive to excessive movement or deflection. 
(Effective January 1, 2009) 
                                                                        

End of Amendments. 


